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Lubrication free versions

LZB 22L

0.16 - 0.25 kW
0.22 - 0.34 hp

For EX certification according to the ATEX directive

(Ex 112G T5 11C D85°C) use Ordering No. 9834 1108 00
(book as one delivery together with motor),

Data at air pressure 6.3 bar (91psi)

Type!!

L2822
A220-
Aode-
A036-
A022-
A011-
AQ0B-
AQ05-

128 22
ARI26-
ARO2E-
AR021-
AROT3-
ARO0G-
AROOS-

1/AR0G3-

Ordering No.
Keyed  Threaded Type  Keyed

Shaft  Shaft Shaft

Standard Lubrication free
8411-  8411- LZB22L 8411-

020137 020236 A220- 0214 08
020129 020228 AD43- 021418
020152 020251 A036- 0214 24
020111 020210 A022- 021432
020103 020202 A01- 0214 40
020160 020269 A008- 021457
020145 020244  A005- 0214 65
8411-  8411- LZB22L 8411-

020336 - AR126- 021549
020327 - AR028- 0215 56
020368 - AR021- 0215 64
020318 - AR013- 021572
020301 - AR00B- 0215 80
020360 - AR00S- 0215 98
020343 - AR003- 0216 068

Suffix. -11 = Keyed Shaft -1

Threaded
Shat

8411-
021473
021481
021499
021507
021515
021523
021531

8411-

Speed
atmax
output
t/min

9600
2200
1650
1040
535
30
25

6500
1330
1050
650
310
20

Max
output

W hp
Clockwise rotation
025 0.34

025 0.34

025 0.34

025 0.34

024 032

024 032

024 032
Reversible

0.16 022

0.16 022

0.16 022

0.16 022

0.16 022

0.16 022

0.16 022

NOTE: The lubrication free motors have 95% of shown free speed.

140

= Threaded Shaft. 2) For Shaft loading curves, see page 12.

Torque
atmax
output
Nim

025
11
15
24
43
60
99

02
1.1
15
24
50
67

108

Ibift

018
081
1.1
17
32
44
3

018
081
11
17
37
43
80

Min
starting
torque
Nm

045
20
&
45
80

105

17.0

035
13
18
30
59
80

134

it

033
15
20
33
59
77

125

02
0%
13
22
44
59
99

21500
5000
3750
2250
1140

850
510

13800
3000
2200
1350

680
500
30

Air cons.
atmax
output
13

53
53
53
53
53
53
53

50
50
50
50
50
50
50

cim

112
1n2
112
n2
112
n2
12

106
106
108
106
106
106
108

Weight
kg

0855
0855
0855
085
075
075
075

0855
0855
0855
0855
075
075
075

b

121
121
121
121
165
165
165

121
121
121
121
165
165
165

Shaft
Toading
code?




[image: image2.png]Dimensions (mm)

Keyed shaft (-11)

D
=

*) +31 mmfor LZB 22 A011 LZB 22 AR006

LZB 22 AQ08 LZB 22 ARO05
LZB 22 A005 LZB 22 AR003

Optional Mountings
Foot
Ordering No.4430 0160 80

Threaded shaft (-12)

3/8” -24 UNF

Optional Mountings
Foot

Ordering No.

41100984 85 with holes
41100984 80 without holes

18]

Optional accessories




[image: image3.png]Stainless steel

vane motors LZB 22R

Lubrication free versions LZB 22RL

0.16 - 0.25 kW
0.22 - 0.34 hp

For EX certification according to the ATEX directive

(Ex 112G T5 11C D85°C) use Ordering No. 9834 1108 00

(book as one delivery together with motor).

The material used in the back head. casing and front part is stain-
less steel with the designation: SO 683/X11 Type 17. SS 142346,
DIN 17440 X12CrNiS188. The material used in the outgoing shaft
and gear rim has the designation: ISO 683/XI1 Type 9b. SS 14
2321, DIN 17440 X22CrNil7

Data at air pressure 6.3 bar (91psi)
Speed  Torque

Designation atmax  atmax
Designation Ordering Lubrication Ordering  Maxoutput  output  output
Lubricated  No. free No. KW bp  rmin  Nm
128 228 L7B 22RL Clockwise rotation

A2011 8411021706 A2011 8411021911 025 034 9600 025
AQS-1T 8411021713 AOMS-11 8411021929 025 034 2200 1.
AOBIT 8411021721 AO3B11 8411021937 025 034 1650 15
A02211 811021739 A22-11 8411021945 025 034 100 24
AOTIAT 8411021747 AOTI1 8411021952 024 03 53 43
AQOB-1T 8411021756 AGB1T 8411021960 024 032 380 60
AOOS1T 8411021762 AOOS11 8411021978 024 032 285 99

LZB 22R LZB 22RL Reversible

AR126-11 8411021879 AR126-11 8411022083 016 022 6500 024
AR02S-11 8411021861 AROZB-11 8411022075 016 022 130 1.
ARO21-1 8411021903 ARO21-11 8411022216 016 0.2 1050 15
AROI3-1 8411021853 ARCI3-1T 8411022067 016 022 650 24
AROG-11 8411021846 AROG-11 8411022059 016 022 310 50
AROS-11 8411021895 AROS-11 8411022208 016 022 240 67
AROO3-T1 8411021887 ARCO3-1T 8411022091 016 022 140 108
1) For Shaft loading curves, see page 12.

Ibiit

018
081
11
17
32
44
3

018
081
1.1
17
37
43
80

Min
starting
torque
Nm

045
20
21
45
80
105
1.0

035
13
18
30
59
80

134

it

033
15
20
33
59
77

125

026
036
13
22
44
59
99

Performance curves are given on page 19. NOTE: The lubrication free motors have 95% of shown free speed.

Free

speed
tlmin

21500
5000
3750
2250
1140

850
510

13800
3000
2200
1350

680
500
30

Air cons.
atmax
output

Us  ofm
53 12
53 112
53 12
53 112
53 12
53 112
53 12
50 106
50 106
50 106
50 106
50 106
50 106
50 106

Weight

kg

083
053
083
053
083
083
083

053
083
053
083
083
083
083

121
121
121
1.21
165
165
165

121
121
121
121
165
165
165

Shaft
Toading
code !




[image: image4.png]#4312 mm for LZB 22R A011 LZB 22R AR006
LZB 22R A008 LZB 22R AR005
LZB 22R A005 LZB 22R AR003
Optional Mounting
Foot
Ordering No. 4430 0862 80

Non-Reversible Reversible

2595 pop g

5] \Bspiar

Optional Mounting
Flange
Ordering No. 4430 0861 80





[image: image5.png]Vane motors LZB 22 LR,
LZB 22R LR

Low speed reversible

Maximum permitted torque 9 Nm (6.6 Ibf.ft).
For EX certification according to the ATEX directive
(Ex 112G T5 11C D85°C) use Ordering No. 9834 1108 00
(book as one delivery together with motor).

Within their working range these motors have a very

P torque

curve. Speed and air consumption is relatively constant regardless
of the load.
Data at air pressure 6.3 bar (91psi)
Free Air Shaft
Designation Ordering Designation Ordering speed consumtion Weight Toading
Lubricated No. Lubriation free No. t/min s ofm kb code

L7822 LR5-11 8411021200 7B 22 LR5-11 84110216 14 5 58 123 135 300 b

Stainless steel

7B 22R LRS-11 8411022232 ZB 22RL LRS-11 84110222 57 5 58 123 143 3.00
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*) +62 mm for LZB 22 LR5. Reversible

Optional Mountings Flange for LZB 22 LR

Foot for LZB 22 LR Ordering No. 4110 0984 85
Ordering No. 4430 0160 80

25
2
- 60
8 8
oF
2
M5, 15 055
50 372 5 18,

Keyed shaft (-11) Reversible

(L1 -

*462.4 mm for LZB 22R LRS
Optional Mounting
Flange
Ordering No. 4430 0861 80

Optional Mounting
Foot
Ordering No. 4430 0862 80





