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Lubrication free versions
LZB 14L

0.10 - 0.16 kW
0.14 - 0.22 hp

For EX certification according to the ATEX directive
(Ex 112G T4 1IC D110°C) use Ordering No. 9834 1107 00
(book as one delivery together with motor).

Data at air pressure 6.3 bar (91psi)
Ordering No.

Type !

LzB 14
A190-

A0dg-

Aoz

A012-

AQO7-

LzB 14
Avig0-
AVods-
Avoze-
Av012-
AV00T-
LzB 14
AR140-
ARO34-
ARO20-
ARQ0S-
AR005-

Keyed
Shaft

Standard
8411-
011003
011011
011028
011037
011045
8411-
011607
0116 15
011623
011631
011648
8411-
011201
011219
o227
011235
011243

Threaded Type  Keyed

Shaft

8411-
o111 02
o111 10
omi 28
0111 36
o1 da
8411-

Shaft
Lubrication free
LZB 14L 8411
Mg 011300
Avg- 011318
A9 011326
A012- 011334
AQOT- 011342
LZB 14L 8411
AVIZ0- 011706
Avodg 011714
AVo- 011722

011730

011748

8411

011508

0115 16

011524

0115 32

0115 40

Threaded
Shaft

8411-
011408
011417
011425
011433
011441
8411-

Speed
Max at max
output output
W hp t/min

Clockwise rotation

0.18 0.22 9100

0.18 0.22 2200

0.18 0.22 1400

0.18 0.22 530

0.18 0.22 330

Anti-clockwise rotation

0.18 0.22 9100

0.16 0.22 2200

0.18 0.22 1400

0.18 0.22 530

0.18 0.22 330

Reversible

0.10 0.14 8500

0.10 0.14 1600

0.10 0.14 950

0.10 0.14 380

0.10 0.14 230

Torque
atmax
output
Nm

o
070
11

29
41

015
050
10
25
41

it

012
050
078
21
34

012
050
078
21
34

on
043
on
18
30

Min
starting
torque
Nm

026
10
17
42
70

026
10
17
42
70

019
078
13
3.1
5.0

Ibit

018
073
12
31
51

019
073
12
31
51

014
057
035
23
36

Free
speed
/min

19500
4700
2600
1100
690

19500
4700
2600
1100
690

13000
3100
1900

760
460

Air cons.
atmax
output
s

42
42
42
42
42

42
42
42
42
42

36
36
36
36
36

cfm

89
89
89
89
89

89
89
89
89
89

78

78

76

Weight
kg

030
030
030
033
033

030
030
030
033
033

030
030
030
033
033

b

086
056
086
073
013

086
056
086
013
013

086
056
086
073
073

Shaft
Toading
code?




[image: image2.png]2) Suffix. -11 = Keyed Shaft -12 = Threaded Shaft.
) For Shaftloading curves, see page 12. NOTE: The lubrication free motors have 9% of shown free speed.

Dimensions (mm)
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Optional accessories
14 ATLAS COPCO AIRMOTORS :
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Lubrication free versions
LZB 14RL

0.10 - 0.16 kW
0.14 - 0.22 hp

For EX certification according to the ATEX directive
(Ex 112G T4 1IC D110°C) use Ordering No. 9834 1107 00

(book as one delivery together with motor).

The material used in the back head, casing and front part is stain-
less steel with the designation: SO 683/X11 Type 17. SS 142346,
DIN 17440 X12CrNiS188. The material used in the outgoing shaft
and gear rim has the designation: 1SO 683/XI1 Type 9b, SS 14
2321, DIN 17440 X22CrNi17.

Data at air pressure 6.3 bar (91psi)

Max Speed Torqueatmex  Min starting
Designation output atmax  output torque Free Air cons. at Weight Shaft

Designation ~ Ordering  Lubrication ~ Ordering output speed  maxoutput Toading
Lubricated  No. free No. KW hp omin  Nm bt Nm bift dmin s cdm kg b code”
A190-11 0121 00 Alg0-11 012209 0168 0.22 9100 017 012 0.26 019 19500 4.2 8.9 037 082 a
A029-11 0121 26 A028-11 012225 0168 0.22 1400 1 0.78 17 12 2800 4.2 8.9 037 082 a
A007-11 012142 A007-11 012241 016 0.22 330 47 34 70 51 690 4.2 8.9 040 088 a
AR140-11 0121 59 AR140-11 012258 0.10 0.14 8500 015 on 0.19 0.14 13000 36 76 037 082 a
AR020-11 012175 AR020-11 012274 0.0 0.14 950 1.0 0.72 13 0.9 1800 36 76 037 082 a

pAROSN o219l ARDOSAT 012290 010 014 230 41 30 50 36 450 36 76 040 08 a
For Shaft loading curves, see page 12. NOTE: The lubrication free motors have 95% of shown free speed.
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Dimensions (mm)

2h7

134*

6,8

I 06h6

027

*) +9.8 mm for LZB 14R A012, A007, AR008, AR0O0OS

52

It

Optional Mountings
Foot

Ordering No. 4430 0923 80

o

29,5

60

ATLAS COPCO AIRMOTORS

Conversion factor 1 mm = 0.04 inch

Non-Reversible

@30h7

Reversible
6868
@
- ml

kN

—

BSP 1/8”

Optional Mountings
Flange
Ordering No. 4430 0922 80

155

Optional accessories




