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Lubrication free versions LZB 33L

0.23 - 0.39 kW
0.31 - 0.52 hp

For EX certification according to the ATEX directive

(EX 112G T5 1IC D85°C) use Ordering No. 9834 1108 00

(book as one delivery together with motor).

Data at air pressure 6.3 bar (91psi)

Type!)

LzB33
A210-
A0B0-
A0S
A02%-
A013-
AQ0T-
AQ05-
AQ030-

Lz833
AR150-
AR043-
ARO-
ARO1S-
AROQS-
AROOS-
AROOA-

1/AR00zs-

Ordering No.
Keyed  Threaded Type  Keyed
shaft  Shait Shait
Standard Lubrication free
8411- 8411- LZB33L 8411-
030151 030250 A210- 0306 07
030144 030243  A0BO- 0306 15
030136 030235 A033- 0306 23
030128 030227 A026- 0306 31
030110 030219  A013- 0306 49
030102 030201  A007- 0306 56
030169 030268 A005- 0306 64
030177 - A0030- 0306 72
8411- 8411- LZB33L 8411-
030359 - AR150- 0307 63
030342 - AR043- 030771
030334 - AR024- 0307 89
030326 - AR018- 0307 87
030318 - AR00S- 0308 05
030300 - AR005- 030813
030367 - AR004- 0308 21
030375 - AR0026- 0308 7

Suffix. 11 = Keyed Shaft -12 = Threaded Shaft.
NOTE: The lubrication free motors have 95% of shown free speed.

Threaded
Shaft

8411
0306 80
0306 %8
0307 06
0307 14
0307 22
0307 30
0307 48

8a11-

For Shaft loading curves, see page 12.

Speed
atmax
output
t/min

Clockwise rotation

Max
output

W hp

03 08
0m 08
03 08
03 08
03 051
03 051
038 051
0% 048
Reversible

02 03
0 03
0 03
0 0:
023 031
023 031
023 031
023 031

%400
2600
1460
1180
580
320
259
160

7000
1960
1080
880
43
20
190
120

Torque
atmax
output
Nm

0.40
14
26
32
63
13
140
28

034
12
21
27
43
91
1.4
183

Ibift

030
10
19
23
45
84
103
159

025
089
16
20
36
67
84
135

Min
starting
torque
Nm

076
27
43
61
120
216
268
07

046
16
30
37
70
126
156
200

it

056
20
36
45
89
159
198
300

034
12
22
27
52
93
15
148

Free
speed
tlmin

20000
5600
3100
2500
1230

680
550
340

14000
3840
2090
1760

840
480
365
20

L
Air cons.
at max
output
IIs cfm
83 176
83 176
83 176
83 176
83 176
83 176
83 176
83 176
78 16.5
78 16.5
78 16.5
78 16.5
78 16.5
78 16.5
78 16.5
78 16.5

Weight
kg

075
075
075
075
102
102
102
150

075
075
075
075
102
102
102
150

165
165
165
165
225
225
225
331

165
165
165
165
225
225
225
331

Shaft
loading
code?
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[image: image3.png]Stainless steel
vane motors LZB 34R

Lubrication free versions LZB 34RL

0.23 - 0.39kW
0.31-0.52 hp

For EX certification according to the ATEX directive
(Ex 112G T5 1IC D85°C) use Ordering No. 9834 1108 00
(book as one delivery together with motor).

The material used in the back head. casing and front part is stain-
less steel with the designation: 1SO 683/X11 Type 17. SS 142346,

DIN 17440 X12CrNiS188. The material used in the outgoing shaft
and gear rim has the designation: 1SO 683/XI1 Type 9b. SS 142321,

DIN 17440 X22CrNil7.

Data at air pressure 6.3 bar (91psi)

Designation  Ordering

Lubricated

LZB 34R
A21011
A0B0-11
A3
A026-11
A01311
AOT-11
A00511

LZB 34R
AR150-11
ARO4311
AR024-11
AR019-11
AR003-11
AR005-11
AR004-11

No.

84110337 00
84110337 18
8411033726
84110337 34
8411033742
84110337 59
84110337 67

84110337 75
84110337 83
84110337 91
84110338 09
84110338 17
8411033827
84110338 33

Designation
Lubrication
free

LZB 34RL
A21011
A0BO-11
A3
A026-11
A01311
A0T-11
A00B11

LZB 34RL
AR150-11
ARO4ZAT
AR024-11
ARD19-11
AR003-11
ARD05-11
AR004-11

™V For Shaft loading curves, see page 12.
Performance curves are given on page 23. NOTE: The lubrication free motors have 95% of shown free speed.

Ordering
No.

8411033841
84110333 58
84110338 66
84110338 74
8411033882
84110338 90
84110339 08

84110339 16
84110339 24
8411033932
84110339 40
84110339 57
84110339 65
8411033973

Speed  Torque

atmax  atmax
Maxoutput  output  output
KW hp  dmin Nm
Clockwise rotation
038 052 00 040
038 082 2500 14
038 052 1460 26
03 082 118 33
038 051 560 63
038 051 w13
038 051 2 140
Reversible
024 032 7000 03
024 032 1360 12
024 032 109 21
024 032 880 21
0233 031 435 49
03 031 20 91
033 031 14

Ibiit

030
10
19
23
48
8.4

103

025
089
16
20
36
67
84

Min
starting
torque
Nm

076
a9
48
6.1

120

216

%8

046
16
30
37
7.0

126

156

Ibit

056
20
36
45
89
159
198

03
12
22
27
52
93

15

Free
speed
lmin

20000
5600
3100
2500
1230

680
550

14000
3840
2090
1500

840
480
365

Air cons.
atmax

output

Us cfm
83 176
83 176
83 176
83 176
83 176
83 176
83 176
78 165
78 165
78 165
78 165
78 165
78 165
78 165

Weight
kg

095
095
095
095
12
12
12

095
095
095
095
12
12
12

165
165
165
165
225
225
225

165
165
165
165
225
225
225

Shait
loading
code !
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[image: image5.png]Vane motor LZB 33 LR,
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Low speed reversible

Maximum permitted torque 14 Nm (10.3 Ibf.ft)

For EX certification according to the ATEX directive

(Ex 112G T5 1IC D85°C) use Ordering No. 9834 1108 00 (book as one delivery
together with motor). For applications where low speed and high torque are required
the LZB 33 high torque/low speed motors should be considered. see page 26. Within
their working range these motors have a very steep torque curve. Speed and air
consumption is relatively constant regardless of the load.

Data at air pressure 6.3 bar (91psi)

Free Air Shaft
Designation Ordering Designation Ordering speed consumtion Weight Toading
Lubricated No. Lubrication free No. t/min s cim kb code!)

LZB 33 LR44-11 84110314 23 178 33L LRa4-11 8411 0308 54 a4 98 210 185 344 c

LZB 33 LR10-11 84110314 07 LZB 33L LR10-11 84110308 39 10 98 210 180 400 c

Stainless steel

LZB3U4RLRA-1T 8411034310 LZB 34RL LR44-11 8411 0343 51 a4 98 210 175 344 c

JLZBRLRICN 84110433 LZB 34RL LR10-11 8411034377 10 98 210 20 400 c
7 For Shaft loading curves, see page 12.
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Optional Mounting

Foot for LZB 33 LR

Ordering No. 4430 0162 80
e

+67 mm for LZB 33 LR10

* 4345 mm for LZB 34R LR 44 LZB 34R LR20
+69 mm for LZB 34R LR 10

Optional Mounting

Foot

Ordering No. 4430 0855 80

Reversible
9.9

L BSPUA

Flange for LZB 33 LR
Ordering No. 4110 0878 85

Reversible
LX)

@ BSP 14"

Optional Mounting
Flange

Ordering No. 4430 0850 80





[image: image7.png]High torque LZB 33 vane
motors
Lubrication free versions LZB 33L

0.23 - 0.36 kW
0.31-0.49 hp

For EX certification according to the ATEX directive
(Ex 112G T5 11C D85°C) use Ordering No. 9834 1108 00
(book as one delivery together with motor),

Data at air pressure 6.3 bar (91psi)

Speed  Torque Win Air cons.

atmax atmax starting Free at max Shaft
Designation Ordering  Designation  Ordering ~ Maxoutput  output  output torque speed  output Weight oading
Lubricated  No. Lubrication free  No W bp dmin  Nm  bfft  Nm o bfft  omn s cm kg b code !
LZB 33 8411- LZB 33L 8411- Clockwise rotation
A0020-11 032009 A0020-11 032207 036 049 104 33 % 86 48 212 83 17. 26 58 a
A0015-11 032017 A0015-11 032215 036 049 77 44 32 90 86 156 83 17. 26 58 a
A0011-11 032025 A0011-11 032223 036 049 58 59 44 g 87 ns 83 176 26 58 a
A0008-11 032033 A0008-11 0322 31 036 049 43 79 58 158 17 87 83 176 26 58 a
A0007-11 032041 A0007-11 032248 036 049 34 100 74 200 147 70 83 176 26 58 a
AO005-11 032068 A0005-11 0322 58 036 049 25 137 101 274 202 52 83 176 50 111 h
A0004-11 032066 A0004-11 0322 64 036 049 18 180 133 360 285 38 83 176 50 11 h
A0003-11 032074 A0003-11 032272 036 049 14 245 181 490 361 29 83 176 50 11 h
A0002-11 032082 A0002-11 0322 80 036 049 10 40 251 680 501 2 83 176 50 11 h
LzB 33 8411- LzB 33L 8411- Reversible
AR0O15-11 032108 AR0015-11 0323 08 023 031 il 31 23 4 30 143 85 180 26 58 a
AR0O11-11 032116 AR0OT1-11 0323 14 023 031 53 42 3 56 Bl 105 85 180 26 58 a
AR0008-11 032124 AR0008-11 0323 22 023 031 40 55 4“1 74 85 80 85 180 26 58 a
AR000B-11 032132 AR000B-11 0323 30 023 031 28 75 55 100 74 59 85 180 26 58 a
AR0005-11 032140 AR0005-11 0323 48 023 031 24 93 ] 125 92 48 85 180 26 58 a
AR0004-11 0321567 AR0004-11 0323 85 023 031 18 125 92 189 125 35 85 180 50 11 h
AR0003-11 032165 AR0003-11 0323 63 023 031 13 169 125 230 170 26 85 180 50 11 h
AR0002-11 032173 AR0002-11 03237 023 031 10 220 162 305 225 20 85 180 50 11 h
AR0001-11 032181 AR0001-11 0323 89 023 031 7 305 225 a2 304 14 85 180 50 11 h

") For Shat loading curves, see page 12.
NOTE: The lubrication free motors have 95% of shown free speed.
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Non reversible

178 33 A0020-11  LZB 33L A0020-11 0.9

L7833 AQOT5-11  LZB 33L AQOT5-11 i

L7833 AOT1-11 LZB 33L AOOTI-11

178 33 AO008-11  LZB 33L AO008-11

178 33 A0007-11 LZB 33L A00O7-11 EP

Reversible o Reversible
LZB 33 AR00T5-11 LZB 33L AR0015-11
LZB 33 AR0OT1-11 LZB 33L AROOT1-11
LZ8 33 AR000S-11 LZB 33L AR000B-11
LZB 33 AR0006-11 LZB 33L ARO00E-11
LZB 33 AR000S-11 LZB 33L AR0005-11

14 Optional Mountings

Lubricated Lubrication free
Non reversible

LZB 33 AO005-11 LZB 33L A0005- 11
LZB 33 AO004-11  LZB 33L A0004- 11
LZB 33 AO003-11  LZB 33L A0003- 11
L7833 A0002-11 LZB 33L A0002-11

Reversible
LZB 33 AR0004-11 LZB 33L AR0004-11
LZB 33 AR0003-11 LZB 33L AR0003-11
LZB 33 AR0002-11 LZB 33L AR0002-11

Foot Ordering No. 4430 0178 80
LZB 33 AR0001-11 LZB 33L AR0001-11





