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0.78 - 1.20 kW
1.05 - 1.61 hp

For EX certification according to the ATEX directive
(Ex 112G T4 11IC D110°C) use Ordering No. 9834 1107 00
(book as one delivery together with motor)

For optional lubrication free vanes and/or threaded shafis see page 42
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Speed  Torque Win Air cons.
Max atmax  atmax starting Free at max Shaft
Tipe Ordering No. output output  output torque speed  output Weight Toading
W hp dmin Nmo bfft Nm bt tmin Vs cim kb code !
Clockwise rotation
LZB 54 A180-11 8411 0860 08 12 161 9300 12 088 18 13 18000 25 53 235 5.2 a
LZB 54 A050-11 8411 0860 16 12 161 2700 4.3 32 65 48 5200 25 53 235 5.2 a
LZB 54 A030-11 84110860 24 12 161 1600 7.0 52 0 74 3100 25 53 235 5.2 a
LZB 54 A020-11 8411 0860 32 12 161 1200 9.5 7.0 135 10 2300 25 53 235 5.2 a
LZB 54 A010-11 8411 0860 40 117 187 590 18 4 28 2 120 25 53 250 55 a
LZB 54 A007-11 8411 0860 57 117 157 360 31 3 4 35 880 225 53 250 55 a
LZB 54 A005-11 8411 0560 65 117 187 260 42 31 B4 47 500 25 53 250 55 a
LZB 54 A0025-11 8411086073 115 154 140 78 58 110 81 215 225 53 485 103 h
LZB 54 A0017-11 8411 056081 115 154 85 130 96 190 140 185 25 53 485 103 h
LZB 54 A0012-11 84110860 99 115 154 85 175 129 250 180 125 25 53 485 103 h
Speed  Torque Win Air cons.
Max at max atmax starting Free at max Shaft
Tipe Ordering No. output output  output torque speed  output Weight Toading
W hp dmin Nmo bfft Nm bt tmin Us  cim kb code !
Anti-clockwise rotation
LZB 54 AV180-11 84110564 04 12 161 9300 12 088 18 13 18000 25 53 235 5.2 a
LZB 54 AV0EQ-11 84110564 12 12 161 2700 43 32 65 48 5200 225 53 235 5.2 a
LZB 54 AV030-11 84110864 20 12 161 1600 7.0 52 10 74 3100 25 53 235 5.2 a
LZB 54 AV020-11 8411 064 38 12 161 1200 9.5 7.0 135 10 2300 225 53 235 5.2 a
LZB 54 AV010-11 84110564 46 117 187 590 18 4 28 2 120 25 53 250 55 a
LZB 54 AV007-11 8411 0664 53 117 157 360 31 3 4 35 880 225 53 250 55 a
LZB 54 AV00S-11 8411056461 117 157 260 42 31 B4 47 500 25 53 250 55 a
LZB 54 AV0025-11 8411066479 115 154 140 78 58 110 81 275 25 53 485 103 h
LZB 54 AV0017-11 84110564 87 115 154 85 130 96 190 140 185 25 53 485 103 h
LZB 54 AV0012-11 84110564 95 115 154 85 175 129 250 180 125 25 53 485 103 h
Speed  Torque Win Air cons.
Max atmax  atmax starting Free at max Shaft
Tipe Ordering No. output output  output torque speed  output Weight Toading
W hp dmin Nmo bfft Nm bt tmin Us  cim kb code”!
Reversible
LZB 54 AR130-11 8411 0663 05 082 110 6300 12 088 1310 13000 175 37 235 5.2 a
LZB 54 AR035-11 84110863 13 082 110 1970 4.0 3.0 43 32 3850 175 37 235 5.2 a
LZB 54 AR020-11 84110663 21 082 110 1200 65 48 71 52 2350 175 37 235 5.2 a
LZB 54 AR015-11 8411 0863 39 0.82 110 890 88 85 96 71 1730 175 37 235 5.2 a
LZB 54 AR00S-11 84110863 47 0.80 .07 425 18 13 2 14 835 175 37 250 55 a
LZB 54 AR0OS-11 8411 0863 54 0.80 1.07 260 29 2 31 23 500 175 37 250 55 a
LZB 54 ARO4-11 84110863 62 0.80 1.07 190 40 30 L5l 32 375 175 37 250 55 a
LZB 54 AR0020-11 8411 086370 078 1.05 100 74 56 80 59 200 175 37 485 103 h
LZB 54 AR0012-11 84110663 88 078 1.05 85 115 86 125 92 18 175 37 485 103 h

178 54 AR000S-11 8411056396 078 105 45 165 122 713 % s 3 485 103
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Non reversibie
L7854 A180-11
178 54 AD50-11
L78 54 A030-11
178 54 A020-11
L7854 AD10-11
L78 54 A007-11
178 54 AD05-11
L7854 AV180-11
L78 54 AV050-11
L7854 AV030-11
L7854 AV020-11
L78 54 AV010-11
L7854 AVOO7-11
L78 54 AVO05-11

Reversible
L7854 ART30-11
L7854 AR0B5-11
L7854 AR020-11
L7854 AROT5-11
L7854 AR00B-11
L7854 AR05-11
L7854 AR004-11

Non reversibie
178 54 A025-11
L7854 A0017-11
L78 54 A0012-11
178 54 AV0025-11
L7854 AVO017-11
L7854 AV0012-11

Reversible
178 54 AR0020-11
L7854 AR00T2-11
L78 54 AR0009-11

Conversion factor 1mm = 0.04 inch
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Optional Mountings

Non-Reversible

All versions

Flange Ordering No. 4430 0569 80 Foot Ordering No. 4430 0178 80
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